
A.B.S.  & P.V.C. PIPE ASTM F 1417) (0.5 PSIG Drop Allowable) 
Minimum Specified Time Required for a 0.5 psig Pressure Drop for Size 
and Length of Pipe Indicated 

 
Nominal 

Pipe Size, in. 
Minimum Time, 

mins. 
Length for 

Minimum Time, 
ft. 

Time for 
Longer 

Length, s 
4 1:53 597 0.190 L 
6 2:50 398 0.427 L 
8 3:47 298 0.760 L 

10 4:43 239 1.187 L 
12 5:40 199 1.709 L 
15 7:05 159 2.671 L 
18 8:30 133 3.846 L 
21 9:55 114 5.235 L 
24 11:20 99 6.837 L 
27 12:45 88 8.653 L 
30 14:10 80 10.683 L 
33 15:35 72 12.926 L 
36 17:00 66 15.384 L 

CONCRETE PIPE ONLY (ASTM C 924) 
(1 psig Drop Allowable)  Minimum Test Time for Various Pipe Sizes 

 
Nominal 

Pipe Size, in. 
T (time), 

min/100 ft 
Nominal 

Pipe Size, in. 
T (time) 

Min/100 ft 
4 0.3 15 2.1 
6 0.7 18 2.4 
8 1.2 21 3.0 

10 1.5 24 3.6 
12 1.8   

 
 

CLAY PIPE ONLY (ASTM C 828) 
(1 psig Drop Allowable) Minimum Test Time for Various Pipe Sizes 

 
Nominal 

Pipe Size, in. 
T (time), 

min/100 ft 
Nominal 

Pipe Size, in. 
T (time) 

Min/100 ft 
3 0.2 21 3.0 
4 0.3 24 3.6 
6 0.7 27 4.2 
8 1.2 30 4.8 

10 1.5 33 5.4 
12 1.8 36 6.0 
15 2.1 39 6.6 
18 2.4 42 7.3 

 
ALL OTHER PIPE  

(1 psig Drop Allowable) 
(Except Clay, Concrete, A.B.S. & P.V.C. Pipe) 

 

PIPE SIZE (INCH) TIME 
 

4 
 

2½ Minutes 
 

6 
 

4 Minutes 
 

8 
 

5 Minutes 
 

10 
 

6-1/2 Minutes 
 

12 
 

7-1/2 Minutes 
 

15 
 

9-1/2 Minutes 
 


